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GENERAL MAINTENANCE AND INSTALLATION

Removing the clamp

Keep the 1/2 in. - 13 X 1 Allen Cap Screws, in a safe place as they will be needed to secure the
stanchions to the anchor plate in the event of a flood.

Maintaining the anchor [ )
Part No. GF-204 (Pics)

1. There are (4) 1/2 in. - grub
screws with every stanchion
(kit Part No. FG-204.) These
must be coated with a waterproof
grease or antiseize compound
and screwed into the holes
on each plate. This will protect
the threads in the plate and
allow traffic to move across the
anchor plate without damaging
the threads.

2. These plugs should be flush
with the top of the plates and
no deeper. They should also
be regreased periodically & after

every use to ensure they will
come out when needed.

ILLU |

3. The top plate of the anchor should be painted periodically with an outdoor metal paint to ensure it
is further protected from the elements. Care should be taken when painting to ensure that the
screw holes do not become blocked.

Before installing the stanchion

To prevent any leaking between the top of the
anchor and the bottom of the stanchion there
is a machined 3/16 inch groove which should
be filled with a sealing compound to add
additional sealing. See (lllustration V)

SEALING
GROOVE

Maintaining the sealing
surfaces

Always keep the Top Face Plate of the anchor and the Bottom Face Plate of the stanchion
A clean and free of nicks and dents as these are critical sealing surfaces.

The upright should be cleaned and dried after every use and stored in a dry environment.
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INTRODUCTION AND
GENERAL INFORMATION

Floodgate, its associated entities and Trading Partners do not accept responsibility for
any loss or damage as a result of the instructions contained within this manual.

Floodgate extends in modular form by positioning a
series of units laterally between removable stanchions.

The unique system can be deployed in minutes to protect
Garage Doors, Driveways and Commercial Buildings.

The Floodgate extension system is equally suited to protect
existing structures and new construction.

Carefully read through this manual and follow
the steps in the order listed.

Pay extra attention to subject matter
which is noted with this symbol.

Descriptions and explanations following this symbol
require extra caution or close tolerance action.

The concrete mixture used to secure the anchor of the stanchion
will vary due to the wide range of pre-existing concrete
surfaces and soil types thereunder.

You should engage a professional engineer and/or architect
at the planning stage when evaluating the suitability of Floodgate
products and your regulatory requirements.

Floodgate, its associated entities and trading partners, do not accept responsibility for any
loss or damage caused by improper fitting or use of its products.

Floodgate, its associated entities and trading partners, do not accept responsibility for any
loss or damage caused by the advice offered by an engineer or architect.




DESCRIPTION OF COMPONENTS

The parts shown in illustrations (A) and (B) come in one kit which
also includes all of the necessary hardware.

Stanchion & Anchor (Kit Number: FG-001-SKT)

* Part number FG-SAS-01 (lllustration A)
* Part number FG-SAS-02 (lllustration A)
 Part number FG-020 (Nllustration B)
* Hardware

Seal Channel (Kit Number: FG-21-RLK)
(Optional Extra)

« 2 Vertical end seal channels (lllustration C)
* 24 Masonry screws
* 1 Tapcon-Carbide Tipped Masonry Drill Bit

STANCHION

PART No. FG-SAS-01

TO OUTSIDE

| —
| FLOOR
-
GUSSET STANCHION
FAGES _4— AsSM.
PART No. FG-SAS-01
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Centre line mark on
face of Gauge Angle
must line up with

CLAMP (4)

L

INSERTING ANCHOR ASSEMBLIES

RIDGED
STRAIGHT
EDGE

\

!

MARK
¢

EVERY 33 in.
839 mm

)

168 in. LONG

4267.2 mm

3
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FACE OF FRONT GAUGE

CENTRE LINE MARK ON
ANGLE

marks on Ridged
ILLT

Straight Edge







